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See pag 157 for cable size and max allowable run length between power supply and last fixture

R  listed
24V DC
power supply 
NOT included

kgkg

depending

plaster concrete

CODE A B C D DESCRIPTION

66717
LAPPEN 1 R 5/8/I 1 1/6/F/Q 3W, 48V DC, two wires dimming

66718
LAPPEN 2 R 5/8/I 1 1/6/F/Q 3W, 48V DC, two wires dimming

66720
LAPPEN 180 R 5/8/I 1 1/6/F/Q 3W, 48V DC, two wires dimming

A . POWER SUPPLY B . KELVIN D . FINISHES

3000K CRI93

2700K CRI93

2200K CRI80
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BASE CODE A B C D

66720 R 5 1 6 = 66720-R516Example:

C . BEAMBASE CODE

PMMA1 grey
anodized

1

white
RAL 9003

6

golden
bronze

anthracite
RAL 7024

F

Q

LAPPEN 67
 m

m
 / 

2.
64

”

10
 m

m
 / 

0.
39

”

Ø 44 mm / 1.73”Ø 44 mm / 1.73”Ø 44 mm / 1.73” Ø 34 mm / 1.34”

on housing box

REQUIRED ACCESSORIES

OPTIONAL ACCESSORIES

69834

 CODE     DESCRIPTION

 69834 spring clip for plasterboard

 69301 indoor housing box for concrete

 69391 outdoor housing box for concrete

69301

Ø40xH130 mm
Ø1.57”xH5.12”

Ø34xH42 mm
Ø1.34”xH1.65”

69391

Ø120xH130 mm
Ø4.72”xH5.12”

  69842 IP68 connector, 1 IN - 1 OUT, 2 wires

  69847 IP68 connector, 1 IN - 2 OUT, parallel wiring, 2 wires

69842

W37xD22xH37 mm
W1.46”xD0.86”xH1.46”

69847
W45xD30xH17 mm
W1.77”xD1.18”xH0.67”

Class 2 
Power supply 

24V DC

0,15 kg
0.3 lbs

36 mm
1.42”
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